
 

 

 

 

DC Contactor Relay(CTS60~125)  

 
 
 

 

Spec CTS60 CTS80 CTS100 CTS125 

Coil Data     

Rated voltage 6 - 110VDC 6 - 110VDC 6 - 110VDC 6 - 110VDC 

Pick-up voltage 
75%max(Nominal 

voltage) 
75%max(Nominal 

voltage) 
75%max(Nominal 

voltage) 
75%max(Nominal 

voltage) 
Drop out voltage 

power to set 
10%min(Nominal 

voltage) 
10%min(Nominal 

voltage) 
10%min(Nominal 

voltage) 
10%min(Nominal 

voltage) 
Coil power 

consumption 
5 to 8(Watts) 5 to 8(Watts) 5 to 8(Watts) 5 to 8(Watts) 

Contact data     

Max.current(A)  60A 80A 100A 125A 

Max.contact 
voltage 

250VDC 250VDC 250VDC 250VDC 

Max.contact current 90A at 96VDC 120A at 96VDC 150A at 96VDC 187.5A at 96VDC 

Contact cloes time 
voltage 

20ms 20ms 20ms 20ms 

Ambient 
temperature  

-40 ~ 60?C -40 ~ 60?C -40 ~ 60?C -40 ~ 60?C 

Aux. switch 
DT, 5A at under 

250VAC 
DT, 5A at under 

250VAC 
DT, 5A at under 

250VAC 
DT, 5A at under 

250VAC  

 
 

 


